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2. Reinforce to maintain flat surface. 

B. Frame:  

1. Form of 1.5 mm (0.0598 inch) thick steel or stainless steel sheet of 

depth and configuration to suit material and type of construction 

where installed. 

2. Provide surface mounted units having frame flange at perimeter where 

installed in concrete, masonry, or gypsum board construction.  

3. Weld exposed joints in flange and grind smooth. 

C. Hinge:  

1. Concealed spring hinge to allow panel to open 175 degrees.  

2. Provide removable hinge pin to allow removal of panel from frame. 

D. Lock:  

1. Flush, screwdriver operated cam lock.  

 

2.4 FINISH: 

A. Provide in accordance with NAAMM AMP 500 series on exposed surfaces. 

B. Steel Surfaces: Baked-on prime coat over a protective phosphate 

coating. 

C. Stainless Steel: No. 4 for exposed surfaces.Paint finish color to match 

adjacent surface color and texture. 

2.5 SIZE: 

 Minimum 600 mm (24 inches) square door unless otherwise shown.  

PART 3 - EXECUTION  

3.1 LOCATION: 

A. Provide access panels or doors wherever any valves, traps, dampers, 

cleanouts, and other control items of mechanical, electrical and 

conveyor work are concealed in wall or partition, or are above ceiling 

of gypsum board or plaster. 

B. Use fire rated doors in fire rated partitions and ceilings. 

C. Use flush panels in partitions and gypsum board or plaster ceilings, 

except lay-in acoustical panel ceilings or upward access acoustical 

tile ceilings. 

3.2 INSTALLATION, GENERAL: 

A. Install access doors in openings to have sides vertical in wall 

installations, and parallel to ceiling suspension grid or side walls 

when installed in ceiling.  

B. Set frames so that edge of frames without flanges will finish flush 

with surrounding finish surfaces.  


